
XBK-KABEL

twisted pair
Electronic control cable
in dependence on VDE 0812 

Application

To be used in areas as tool making and machine industries 

as well as electronic measurement and control sectors. 

Not suitable for laying directly in the ground and power 

engineering.

Construction

Insulation PVC

Stranding cores stranded in layers

Bewicklung plastic foil

Screening tinned copper braided screen,

(approx. 80% coverage)

Sheath PVC, colour: grey, preferably RAL 7032

Technical data

Cross-section Stranded cond. Loop resistance

0,14 mm² 18 x 0,10 mm max. 296 /km

0,25 mm² 14 x 0,15 mm max. 160 /km

0,34 mm² 7 x 0,25 mm max. 115 /km

0,5 mm² 16 x 0,20 mm max. 77,8 /km

Cross-section Attenuation (800 Hz)

0,14 mm² 18 x 0,10 mm 2,3 dB/km

0,25 mm² 14 x 0,15 mm 1,9 dB/km

0,34 mm² 7 x 0,25 mm 1,5 dB/km

0,5 mm²  16 x 0,20 mm 1,3 dB/km

Insulation resistance min. 20 M  x km

Test voltage 0,14 mm2 800 V

Test voltage others 1500 V

Peak operating voltage 0,14 mm2 350 V

Peak operating voltage others 500 V

Capacity max. 120 nF/km

Temperature range 

Minimum bending radius approx. 10 x cable diameter
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