
XBK-KABEL

SR-PVC = Semi-Rigid PVC

Electronic control cable
UL AWM (Style 2464) approved / CSA C22.2 No.210

Application

Connecting line for measurement and data equipment. As 

a result of  using SR-PVC cables are perfectly suitable for 

Termi-Point-connection. SR-PVC = Semi-Rigid PVC

Especially semi-tough PVC to support the Termi-Point 

connection-technology. The interconnected technology 

without soldering assured:

 - minimum contact resistance

 - long durability

Construction

Insulation: SR-PVC (UL-Style 1061)

colours optional

Stranding: in layers

Screening (LiYCY) tinned copper braid

(approx. 80 - 85% covering)

Sheat: Special-PVC, colour optional

Printing: acc. to UL/CSA (File- and Style-number)

Technical data

Test voltage LiYY: > 1500 V

at 50 Hz over 1 minute 

Test voltage LiYCY:

core/core > 1500 V

core/shield > 1000 V

Insulation resistance: min. 100 M

Conductor resistance:

0,14mm² max. 140

0,23mm² max. 92

0,35mm² max. 58

Operating voltage: max. 300 V

Temperature range

Flame retardant acc. to UL VW-1 / CSA FT-1 



XBK-KABEL

No.cores x
cross-sec.

approx. outer Ø Copper content Weight XBK-code

mm mm

Other sections on request. (production range: 2 - 52 cores, 0,09 (AWG28) - 0,96 (AWG18) mm²)
Also available upon request in halogen free version (style 21945 resp. 21946).


